
CRS Maintenance Manual EHB-7 Section 1.4

06/24/03 Revision 9 NEC BIOS SetupB-1

APPENDIX B
NEC BIOS Setup

Using a personal computer with the Windows 95 or 98 operating system, make a bootable
duplicate copy of the NEC Proserva V Plus System Configuration Utilities (SCU) diskette
(P/N 148082-01) as follows:

1. Click Start, Programs, then the MS-DOS prompt.

2. Obtain a blank 1.44MB disk.

3. Open the write protect tab (prevents accidently erasing the disk) on the SCU diskette and
insert into the 1.44MB drive.

4. Type DISKCOPY A: A: (or substitute the appropriate drive letter for A:) and follow the
instructions on the screen to make a duplicate of the original diskette.

5. Type N to both questions to get back to the DOS prompt.

6. Make the duplicate SCU diskette bootable by typing SYS A:.

7. Type DIR A: to verify that the Command.com file is listed.  If not, obtain another blank
diskette, go to step 1 and repeat procedure.

8. Label the duplicate diskette DOS bootable SCU Diskette.

The BIOS setup on the NEC computer systems must be modified for the following parameters,
with all remaining BIOS parameters at factory default:

1. Insert the DOS bootable SCU Diskette, turn on Front End Processor (FEP) and wait for
system boot:

a. Press <Enter> until the Main Menu is displayed.

b. Select the Date option, set the date, then press <Enter>.

c. Select the Time option, set the time, then press <Enter>.

d. Select the Configure Computer option.

e. Press <Enter> until the Steps in Configuring Your Computer screen is displayed.

f. Select View or Edit Details.

g. Modify the following parameters:

C Change the Display F1 Prompt from Enabled to Disabled.
C Parallel Port Mode = ISA Compatible Mode then “Page Down”
C Select “Slot 1 - Adaptec AIC-6370"

h. Press <F6> to select <Edit Resources=F6>.

i. Verify/Change Port Address=340-35Fh.
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j. Verify/Change IRQ=11.

k. Press <F10> to select <Done=F10>.

l. Select Embedded PCI SCSI Controller.

m. Press <F6> to select <Edit Resources=F6>.

n. Verify/Change IRQ=15.

o. Press <F10> to select <Done=F10>.

p. Press <F10> to select <Done=F10>.

q. Select Step 5: Save and exit.

2. Select Save the configuration and restart the computer.

3. Press <Enter> to select <OK=Enter>.


